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reel measuring tapes

1
fig. GEV No. L 

(m)
material

1 801346 3

fig. GEV No. L 
(m)

material

1 801347 5

electonic measuring instruments

1
fig. GEV No. type measuring range scope of delivery

1 800273 LASERMETER 35 35m incl. bag and battery

1 800274 LASERMETER 50 50m incl. bag and battery

spirit levels

1
fig. GEV No. L 

(mm)
version material

1 801290 400                        light metal

1 801291 800                        light metal

2
fig. GEV No. L 

(mm)
version material

2 801775 450 with digital goniometer aluminium  
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measuring tools

measuring equipment
measuring tools

slide calipers

1
fig. Part No. material display measuring range 

(mm)
measuring accuracy 

(mm)

1 801350 SS         linear scale      0-150              

2
fig. Part No. material display measuring range 

(mm)
measuring accuracy 

(mm)

2 801342 fibre glass linear scale      0-130              

3
fig. Part No. material display measuring range 

(mm)
measuring accuracy 

(mm)

3 801470 SS         with circular dial 0-150 0.05         

4
fig. Part No. material display measuring range 

(mm)
measuring accuracy 

(mm)

4 801343 fibre glass with circular dial 0-150              

5
fig. Part No. material display measuring range 

(mm)
measuring accuracy 

(mm)

5 801471 SS         digital           0-150 0.02         

6
fig. Part No. material display measuring range 

(mm)
measuring accuracy 

(mm)

6 801344 fibre glass digital           0-150 0.1+0.001xLmm

rulers

1
fig. Part No. L 

(mm)
material splitting

1 801469 300 VA steel 1.0/0.5mm

rulers

1
fig. Part No. L 

(mm)
material version splitting

1 801356 with thread gauge

folding rules

pos. Part No. L 
(mm)

material

1 801341 2000 plastic

pos. Part No. L 
(mm)

material

2 801340 2000 wood   

https://www.gastroparts.com/pl/part-125336
https://www.gastroparts.com/pl/part-125329
https://www.gastroparts.com/pl/part-151308
https://www.gastroparts.com/pl/part-125330
https://www.gastroparts.com/pl/part-151309
https://www.gastroparts.com/pl/part-125331
https://www.gastroparts.com/pl/part-151307
https://www.gastroparts.com/pl/part-164081
https://www.gastroparts.com/pl/part-125328
https://www.gastroparts.com/pl/part-125327
https://www.gastroparts.com/pl/part-125333
https://www.gastroparts.com/pl/part-125334
https://www.gastroparts.com/pl/part-179003
https://www.gastroparts.com/pl/part-179004
https://www.gastroparts.com/pl/part-125304
https://www.gastroparts.com/pl/part-125305
https://www.gastroparts.com/pl/part-179270
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2
fig. Part No. L 

(mm)
version material

2 801775 450 with digital goniometer aluminium  

3 802081 0.1-200g  0.1g 124x80x24   

75Pełną ofertę części zamiennych znajdziesz na gastroparts.com

reel measuring tapes

1
fig. Part No. L 

(m)
material

1 801346 3

fig. Part No. L 
(m)

material

1 801347 5

electonic measuring instruments

1
fig. Part No. type measuring range scope of delivery

1 800273 LASERMETER 35 35m incl. bag and battery

1 800274 LASERMETER 50 50m incl. bag and battery

spirit levels

1
fig. Part No. L 

(mm)
version material

1 801290 400                        light metal

1 801291 800                        light metal

scales

1
fig. Part No. measuring range resolution dimensions 

(mm)
approval

1 802115 0.1 - 150g 0.1g 128x78x18   

2
fig. Part No. measuring range resolution dimensions 

(mm)
approval

2 802082 0.1-100g  0.1g 110x74x15   

3
fig. Part No. measuring range resolution dimensions 

(mm)
approval

measuring tools

https://www.gastroparts.com/pl/part-125333
https://www.gastroparts.com/pl/part-125334
https://www.gastroparts.com/pl/part-179003
https://www.gastroparts.com/pl/part-179004
https://www.gastroparts.com/pl/part-125304
https://www.gastroparts.com/pl/part-125305
https://www.gastroparts.com/pl/part-179270
https://www.gastroparts.com/pl/part-125436
https://www.gastroparts.com/pl/part-179428
https://www.gastroparts.com/pl/part-179427
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1
fig. Part No. measuring range resolution dimensions 

(mm)
approval

1 801907 10g-100kg 10g 220x220 CE     

1 8019081 50g-50kg 50g 220x220 CE OIML

2
measuring range 

(°C)
probe dimensions 

(mm)
probe L 

(mm)

-50 up to +300 penetration probe 116x58x18 105

-50 up to +300 penetration probe 141x95x26 144

1individually tested with OIML certificate
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4
fig. Part No. measuring range resolution dimensions 

(mm)
approval

4 801901 10g-100kg 10g 223x223  CE

nozzle gauges

1 2
fig. Part No. size 

(mm)
version

1 800080 0.1-3   adjustable            

2 800082 0.45-1.5 with 20 measuring pins

2 800081 1.5-3   with 16 measuring pins

meters

temperature meters
temperature meters with integrated probe

1
fig. GEV No.

1 802116

2 800038

measuring tools

https://www.gastroparts.com/pl/part-179323
https://www.gastroparts.com/pl/part-179328
https://www.gastroparts.com/pl/part-179329
https://www.gastroparts.com/pl/part-125006
https://www.gastroparts.com/pl/part-103074
https://www.gastroparts.com/pl/part-137473
https://www.gastroparts.com/pl/part-125437
https://www.gastroparts.com/pl/part-178945
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fig. Part No. type measurement unit measuring range 
(°C)

1 800190 GTH 1150 °C   -50 up to 1150

2 8000251 5110    °C/°F -50 up to 1300
1incl. 1x wire probe   3

fig. Part No. description version temp. 
(°C)

3 800191 core temperature probe with cable       -50 up to +550  
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meters

temperature meters
temperature meters with integrated probe

1 2
fig. Part No. measuring range 

(°C)
probe dimensions 

(mm)
probe L 

(mm)

1 802116 -50 up to +300 penetration probe 116x58x18 105

2 800038 -50 up to +300 penetration probe 141x95x26 144

temperature meters with interchangeable probe

1 2

3
fig. Part No. type measurement unit measuring range 

(°C)

3 8000261 5115    °C/°F -50 up to 1300
1incl. 1x wire probe   

1
fig. Part No. description

1 800029 adapter PEAK TECH for temperature probe 

1
fig. Part No. description version temp. 

(°C)

1 800110 wire probe with cable       -50 up to +400  

2
fig. Part No. description version temp. 

(°C)

2 800042 core temperature probe without cable    -200 up to +1370

meters

https://www.gastroparts.com/pl/part-125437
https://www.gastroparts.com/pl/part-178945
https://www.gastroparts.com/pl/part-100222
https://www.gastroparts.com/pl/part-164003
https://www.gastroparts.com/pl/part-164004
https://www.gastroparts.com/pl/part-164007
https://www.gastroparts.com/pl/part-125024
https://www.gastroparts.com/pl/part-178949
https://www.gastroparts.com/pl/part-100254
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7 800045 surface probe without cable    -200 up to +1370

8
fig. Part No. description version temp. 

(°C)

8 800192 surface probe with cable       -50 up to +450  

9
fig. Part No. description version temp. 

(°C)

9 800108 surface probe with spiral cable -50 up to +1000 

2
fig. Part No. description

2 801443

Temperature meter set 
- 1x temperature meter TC-9218 
- 1x surface probe 
- 1x penetration probe 
- 1x liquids probe 
- 1x air probe 
- 1x case with foam insert
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4
fig. Part No. description version temp. 

(°C)

4 800112 core temperature probe with spiral cable -50 up to +600  

5
fig. Part No. description version temp. 

(°C)

5 800043 liquids probe without cable    -200 up to +1370

6
fig. Part No. description version temp. 

(°C)

6 800193 liquids probe with cable       -50 up to +1000 

7
fig. Part No. description version temp. 

(°C)

10
fig. Part No. description version temp. 

(°C)

10 800044 air probe without cable    -200 up to +1370

sets

1
fig. Part No. description

1 801444

Temperature meter set 
- 1x temperature meter TC-9220 
- 1x surface probe 
- 1x penetration probe 
- 1x liquids probe 
- 1x air probe 
- 1x case with foam insert

meters

https://www.gastroparts.com/pl/part-125026
https://www.gastroparts.com/pl/part-178950
https://www.gastroparts.com/pl/part-125058
https://www.gastroparts.com/pl/part-178952
https://www.gastroparts.com/pl/part-125057
https://www.gastroparts.com/pl/part-125023
https://www.gastroparts.com/pl/part-178951
https://www.gastroparts.com/pl/part-179116
https://www.gastroparts.com/pl/part-179115
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3
fig. Part No. description

3 800117

Temperature meter set 
- 1x temperature meter GTH 1150 
- 1x surface probe with spiral cable type K 
- 1x penetration probe with spiral cable type K 
- 1x wire probe type K 
- 1x case with foam insert

4
fig. Part No. description

4 800114

Temperature meter set 
- 1x temperature meter PEAK TECH 5110 
- 1x surface probe with standard cable type K 
- 1x penetration probe with standard cable type K 
- 1x wire probe type K 
- 1x case with foam insert

5
fig. Part No. description

5 800123

Temperature meter set 
- 1x temperature meter PEAK TECH 5110 
- 1x penetration probe with spiral cable type K 
- 1x wire probe type K 
- 1x case with foam insert

6
fig. Part No. description

6 800115

Temperature meter set 
- 1x temperature meter PEAK TECH 5110 
- 1x surface probe with spiral cable type K 
- 1x penetration probe with spiral cable type K 
- 1x wire probe type K 
- 1x case with foam insert

meters

https://www.gastroparts.com/pl/part-164011
https://www.gastroparts.com/pl/part-164009
https://www.gastroparts.com/pl/part-137476
https://www.gastroparts.com/pl/part-164010
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8 800200

Clamp ampere meter set with temperature measurement function 
- 1x clamp ampere meter PEAK TECH 1650 
- 1x test prod set 
- 1x surface probe with spiral cable type K 
- 1x penetration probe with spiral cable type K 
- 1x wire probe type K 
- 1x case with foam insert
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7
fig. Part No. description

7 800118

Multimeter set with temperature measurement function 
- 1x multimeter PEAK TECH 3335DMM 
- 1x test prod set 
- 1x surface probe with spiral cable type K 
- 1x penetration probe with spiral cable type K 
- 1x wire probe type K 
- 1x case with foam insert

8
fig. Part No. description

temperature meters infrared

1
fig. Part No. measurement unit measuring range 

(°C)

1 800024 °C/°F -50 up to +550

meters

https://www.gastroparts.com/pl/part-151290
https://www.gastroparts.com/pl/part-178965
https://www.gastroparts.com/pl/part-164002
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meters

digital multimeters
BENNING

1 2 3 4
fig. 1 2 3 4

GEV-Nr. 8001291 8001581 8001301 800234

producer BENNING BENNING BENNING BENNING

type MM 1-1 MM 1-3 MM 7-1 MM P3 

display range 4 digits 4 digits 4 digits 4 digits

ranging mode auto / manual auto / manual auto / manual auto / manual

V (AC) 0.1mV-750 0.1mV-750 10µV-1000V 0.1mV-600V

V (DC) 0.1mV-1000V 0.1mV-1000V 10µV-1000V 0.1mV-600V 

A (AC) -      1mA-10A 10µA-10A -      

A (DC) -      1mA-10A 10µA-10A -      

continuity/diode yes/yes yes/yes yes/yes yes/yes

frequency -        1Hz-20MHz 1Hz-100kHz 1mHz-5MHz 

capacity -         0.001nF-2mF 0.1nF-10mF 10pF-100µF 

temp. (°C) -            -20 up to +800 -40 up to +400 -            

voltage sensor X X X  -

memory function HOLD         HOLD, MAX/MIN HOLD, MAX/MIN HOLD         

measurement method TRUE RMS TRUE RMS TRUE RMS RMS     

measurement category CAT III 600 V CAT III 600 V CAT iV 600V  CAT III 300 V

interface  -  -  -  -
1incl. test leads and pouch   

https://www.gastroparts.com/pl/part-178963
https://www.gastroparts.com/pl/part-164018
https://www.gastroparts.com/pl/part-125035
https://www.gastroparts.com/pl/part-164041
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PEAK TECH

1 2 3 4 5
fig. 1 2 3 4 5

GEV-Nr. 8000181 8000211,2 8000171,2 8000981,2 8000231,2

type 1035DMM 2010DMM 3320DMM 3335DMM 3340DMM

display range 4 digits 4 digits 4 digits 4 digits 4 digits

ranging mode manual    manual    Auto-Range manual    digital   

V (AC) 0.1mV-600V  0.1mV-750   0.1mV-1000V 1mV-700V    1mV-700V    

V (DC) 0.1mV-600V 0.1mV-1000V 0.1mV-1000V 0.1mV-1000V 0.1mV-1000V

A (AC) -          0.1mA-20A   1mA-10A     0.001mA-20A 0.0001mA-20A

A (DC) 1µA-10      0.1mA-20A   1mA-10A     0.001mA-20A 0.0001mA-20A

OHM 0.1Ohm-2MOhm  0.1Ohm-20MOhm 0.1Ohm-60MOhm 0.1Ohm-20MOhm 0.1Ohm-40MOhm 

continuity/diode yes/yes yes/yes yes/yes yes/yes yes/yes

frequency -        1Hz-10MHz 10Hz-10MHz 1Hz-20kHz 5Hz-5MHz  

capacity -         10pF-200µF 10pF-4000µF 1pF-200µF  10pF-100µF 

temp. (°C) -             -20 up to +1000 -20 up to +760 -20 up to +760 -20 up to +760 

memory function HOLD     HOLD,PEAK HOLD,PEAK HOLD     HOLD     

measurement method RMS           RMS           TRUE RMS RMS           RMS   

measurement category CAT III 600 V CAT II 600V   CAT III 600 V CAT II 1000V  CAT II 1000V  
1incl. test leads and pouch   2incl. temperature probe and adapter   

meters

https://www.gastroparts.com/pl/part-163996
https://www.gastroparts.com/pl/part-163999
https://www.gastroparts.com/pl/part-163995
https://www.gastroparts.com/pl/part-125017
https://www.gastroparts.com/pl/part-164001
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meters

6 7
fig. 6 7

GEV-Nr. 8000161,2 8000321,2

type 3355DMM 3360DMM

display range 4 digits 4 digits

ranging mode Auto-Range Auto-Range

V (AC) 0.1mV-1000V 0.01mV-1000V

V (DC) 0.1mV-1000V 0.1mV-1000V

A (AC) 0.0001mA-10A 0.1µA-10A   

A (DC) 0.0001mA-10A 0.01µA-10A  

OHM 100mOhm-40MOhm 400Ohm-40MOhm 

continuity/diode yes/yes yes/yes

frequency 1Hz-10MHz 1Hz-100MHz

capacity 1pF-100µF  1pF-40mF   

temp. (°C) -20 up to +760 -20 up to +760 

memory function HOLD     HOLD,PEAK

measurement method RMS           TRUE RMS

measurement category CAT III 1.000V CAT III 1.000V
1incl. test leads and pouch   2incl. temperature probe and adapter   

https://www.gastroparts.com/pl/part-163994
https://www.gastroparts.com/pl/part-178939
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clamp-on ammeters
BENNING

1 2 3 4 5
fig. 1 2 3 4 5

GEV-Nr. 8001371 8001591 8003461 8003471 8001542,3

type CM 1-2 CM 2  CM 5-1 CM11  CM9   

display range 4 digits 4 digits 4 digits 4 digits 4 digits

ranging mode Auto-Range Auto-Range automatic manual    Auto-Range

V (AC) 100mV-600V 1mV-600V  1.3-750V  0.01-300V -        

V (DC) 100mV-600V 1mV-600V  0.7-1000V 0.01-300V -        

A (AC) 100mA-400A  10mA-300A   0.9-600A    0.1-10      0.001mA-100A

A (DC) 100mA-400A 10mA-300A 0.9-600A  0.1-10    -        

OHM 100mOhm-20MOhm 100mOhm-40MOhm 1-10kOhm      0.1-500k      -            

continuity/diode yes/no       yes/no       yes/yes yes/no       -     

frequency -   -   -   -   50/60

capacity  -  -  -  -  -

temp. (°C)  -  -  -  -  -

memory function HOLD     HOLD,MAX HOLD              HOLD,PEAK

measurement method RMS     RMS     TRUE RMS TRUE RMS TRUE RMS

measurement category CAT III 600 V CAT II 600V  CAT II 600V  CAT IV 300V  CAT III 300 V
1incl. test leads and pouch   2leakage current meter   3incl. case   

meters

https://www.gastroparts.com/pl/part-125042
https://www.gastroparts.com/pl/part-164019
https://www.gastroparts.com/pl/part-179064
https://www.gastroparts.com/pl/part-179065
https://www.gastroparts.com/pl/part-164016
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PEAK TECH

clamp-on ammeters

1 2 3 4 5
fig. 1 2 3 4 5

GEV-Nr. 8000191,2 8000201,2 8000331,2 8000351,2 8000221

type 1610 1615 1650 1655 3131

display range 4 digits 4 digits 4 digits 5 digits 4 digits

ranging mode Auto-Range Auto-Range HOLD,PEAK Auto-Range Auto-Range

V (AC) 0.1mV-600V 0.1mV-600V 1mV-600V  400mV-750V 0.1mV-600V

V (DC) 0.1mV-600V 0.1mV-600V 1mV-600V   400mV-1000V 0.1mV-600V 

A (AC) 10mA-1000A 10mA-1000A 10mA-400A 10mA-1500A 10mA-300A 

A (DC) -        10mA-1000A 10mA-400A 10mA-1500A 10mA-300A 

OHM 100mOhm-40MOhm 100mOhm-40MOhm 400Ohm-40MOhm 400Ohm-40MOhm 100mOhm-40MOhm

continuity/diode yes/yes       yes/yes       100mOhm-40MOhm yes/yes       yes/no              

frequency 1Hz-10MHz 1Hz-100kHz 1Hz-40MHz 40Hz-40MHz -        

capacity 10pF-100µF 10pF-100µF 40nF-4mF  400nF-40mF -        

temp. (°C) -50 up to +1000 -20 up to +1000 -20 up to +760  -100 up to +1000  -              

voltage sensor  -  -  -  -  -

memory function HOLD     HOLD     HOLD     HOLD,PEAK HOLD     

measurement method RMS           RMS           TRUE RMS TRUE RMS TRUE RMS

measurement category CAT III 600 V CAT III 600 V CAT III 600 V CAT III 1.000V CAT II 600V   
1incl. test leads and pouch   2incl. temperature probe and adapter   

meters

https://www.gastroparts.com/pl/part-163997
https://www.gastroparts.com/pl/part-163998
https://www.gastroparts.com/pl/part-178940
https://www.gastroparts.com/pl/part-178942
https://www.gastroparts.com/pl/part-164000
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description

Installation tester for photovoltaic systems BENNNG PV 1-1 
Suitable for solar technicians (commissioning tests, re-test, troubleshooting), photovoltaic experts, service, cleaning and maintenance teams 
Application: 
- PV installation tester for standard-compliant installation and periodic inspection of grid-connected PV systems in compliance with VDE 0126-23 (DIN EN 
62446). 
- Easy – operation by means of keys with AUTO test procedure 
- Quick – testing within a few seconds only 
- Safe – contacting by means of PV connectors 
- Memory of measured values for 200 PV strings, USB interface for download test results 
- Download software for the preparation of test certificates in MS EXcel 
Measuring functions: 
- Protective conductor resistance (200mA) 
- Automatic display of tension polarity with acoustic / visual warning in case of faultiy polarization 
- Open-circuit voltage up to 100V DC 
- Short-circuit current up to 15A DC 
- Isolating resistance (250V, 500V, 1000V) 
- Function test by means of current measurement up to 40 A AC/DC (optioanl BENNING CC 3 (044038)) 
- Display and storage of insolation (W/m²) and of PV-module/ambient temperature (optional BENNING SUN 2 (050420)) 
Features: 
- Integrated real-time clock with date/time stamp for each measurement 
- RISO measurement with „PASS/FAIL“ indication 
- Comparison of strings with display of diviations > 5% 
- Wireless connection to the insolation/temperature measurement instrument BENNING SNUN 2 (optional) 
- Automatic power-off (APO) adjustable up to 10 minutes 
- LC display with backlight 
Scope of delivery: 
- Carrying case 
- Measuring lines 
- Alligator clips 
- MC4/“Sunclix“ PV measuring lines 
- Batteries 
- Download software (CD-ROM) 
You wll find a detailed users manual in our webshop.
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meters

installation testers

1
fig. Part No. description

1 800345

TRUE RMS installation tester BENNING IT 130 
Suitable for electrical engineering, industry (safety tests on electrical installations up to 1000V), initial start-ups, re-test, troubleshooting, recording, photovol-
taics. Multifunctional installation tester for testing electrical installations in accordance DIN VDE 0100-600 (IEC 60364-6) and DIN VDE 0105-100 (EN 50110), incl. 
testing of RCD circuit breaker Type B / B + (universal current-sensitive) and type AC, A , F (mixed frequencies) 
Measuring functions: 
- low-impedance resistance (200mA with polarity reversal) 
- continuity (7mA) 
- insulating resistance (50V/ 100V/ 250V/ 500V/ 1000V) 
- line impedance (L-N/L) with voltage drop and short-circuit current 
- loop impedance (L-PE) without RCD tripping and short-circuit current 
- testing of RCDs, standard and delayed (S), (types AC, A, F, B, B+ with AUTO test, contact voltage, tripping time and tripping current (ramp test)) 
- TRUE RMS voltage 
- frequency 
- phase sequence test 
- single-fault leakage current in IT networks 
Measuring funtions by means of optional accessories: 
- earthing measurement by means of three-wire measuring method (044113) 
- TRUE RMS current by means of current clamps BENNING CC 1 (044037), BENNING CC 2 (044110) or BENNING CC 3 (044038) 
- luminous intensity by means of BENNING luxmeter type B (044111) 
Features: 
- measured value memory covering four levels (object, block, fuse, measuring point) 
- upload of installation structures 
- download of measured values 
- integrated real-time clock (measured value with date/ time) 
- bidirectional interfaces (USB / RS 232) 
- unambiguous „PASS“ / „FAIL“ indication by means of green/ red LED on the tester and on the switchable „Commander“ probe tip 
- „Commander“ probe tip with „TEST“ and „MEM“ key as well as bright LED measuring point illumination 
- connection for barcode scanner for identifying the measuring point and renaming the storage location 
- graphic display with background lighting 
- help function with connecting diagram 
- online voltage monitor 
- device with integrated storage battery charging function 
PC Software BENNING PC-Win IT 130: 
- creation and transmission (upload) of installation structures to the BENNING IT 130 for effi cient periodic testing 
- download of measured values and logging (test reports and ZVEH test certifi cates) 
Scope of delivery: 
- carrying pouch 
- PC software 
- USB and RS-232 cable 
- switchable „Commander“ probe tip 
- universal test cable, 3x 1.5m 
- 3x test prods/alligator clips 
- charger with NiMH storage batteries (AA) 
- calibration certificate 
You wll find a detailed users manual in our webshop.

2
fig. GEV No.

2 800244

https://www.gastroparts.com/pl/part-179063
https://www.gastroparts.com/pl/part-178974
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2
fig. Part No. description

2 800244

Installation tester for photovoltaic systems BENNNG PV 1-1 
Suitable for solar technicians (commissioning tests, re-test, troubleshooting), photovoltaic experts, service, cleaning and maintenance teams 
Application: 
- PV installation tester for standard-compliant installation and periodic inspection of grid-connected PV systems in compliance with VDE 0126-23 (DIN EN 
62446). 
- Easy – operation by means of keys with AUTO test procedure 
- Quick – testing within a few seconds only 
- Safe – contacting by means of PV connectors 
- Memory of measured values for 200 PV strings, USB interface for download test results 
- Download software for the preparation of test certificates in MS EXcel 
Measuring functions: 
- Protective conductor resistance (200mA) 
- Automatic display of tension polarity with acoustic / visual warning in case of faultiy polarization 
- Open-circuit voltage up to 100V DC 
- Short-circuit current up to 15A DC 
- Isolating resistance (250V, 500V, 1000V) 
- Function test by means of current measurement up to 40 A AC/DC (optioanl BENNING CC 3 (044038)) 
- Display and storage of insolation (W/m²) and of PV-module/ambient temperature (optional BENNING SUN 2 (050420)) 
Features: 
- Integrated real-time clock with date/time stamp for each measurement 
- RISO measurement with „PASS/FAIL“ indication 
- Comparison of strings with display of diviations > 5% 
- Wireless connection to the insolation/temperature measurement instrument BENNING SNUN 2 (optional) 
- Automatic power-off (APO) adjustable up to 10 minutes 
- LC display with backlight 
Scope of delivery: 
- Carrying case 
- Measuring lines 
- Alligator clips 
- MC4/“Sunclix“ PV measuring lines 
- Batteries 
- Download software (CD-ROM) 
You wll find a detailed users manual in our webshop.

meters

https://www.gastroparts.com/pl/part-178974
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appliance tester
BENNING

appliance tester

1
fig. Part No. description

1 800153

BENNING ST 750 A 
Application: 
- Testing of electrical devices/ work equipment in compliance with DIN VDE 0701-0702, BGV A3, BetrSichV and of medical 
electrical devices in compliance with DIN VDE 0751-1 (DIN EN 62353) type B, BF, CF, hospital beds. 
- innovative (indication and operation via colour LCD touchscreen with help function and connecting pictures), 
- powerful (2 GB memory card for more than 100,000 tests), all in one (one appliance tester for all tests) 
Measuring fuctions: 
- protective conductor resistance (200mA / 10A testing current) 
- insulating resistance (50V - 500V testing resistance) 
- protective conductor current/ contact current via differential current measurement method alternative leakage current measurement method or direct 
measurement 
- function test with indication of voltage current, effective power, apparent power 
- testing of device connecting cables and extension cables 
- testing of three-phase loads via optional measuring adapters 
- additionally for VDE 0751: device leakage current, leakage current of application part type B, type BF and type CF 
Features: 
- automatic/manual testing procedure with „pass/fail“ indication and acoustic warning signal if the test has been failed 
- complete test sample/customer database can be stored on SD card 
- free firmware update possible via SD card/ USB stick 
- battery-operated user interface in case of test station change and power failure 
Interfaces: 
- 3x USB for PC 
- external keyboard 
- RFID reader/ writer 
- RS 232 for barcode scanner 
- printer 
- SD card slot 
Dimensions: 405 x 330 x 165 mm (L x W x H) Weight: 6kg 
Scope of delivery: 
- tester in water-/dust-/break-proof case 
- test cable with alligator clip 
- appliance cable 
- stylus 
- 2 GB SD card 
You wll find a detailed users manual in our webshop.

meters

https://www.gastroparts.com/pl/part-164015
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meters

2
fig. Part No. description

2 800187

BENNING ST 750 A Set 
Application: 
- Testing of electrical devices/ work equipment in compliance with DIN VDE 0701-0702, BGV A3, BetrSichV and of medical 
electrical devices in compliance with DIN VDE 0751-1 (DIN EN 62353) type B, BF, CF, hospital beds. 
- innovative (indication and operation via colour LCD touchscreen with help function and connecting pictures), 
- powerful (2 GB memory card for more than 100,000 tests), all in one (one appliance tester for all tests) 
Measuring fuctions: 
- protective conductor resistance (200mA / 10A testing current) 
- insulating resistance (50V - 500V testing resistance) 
- protective conductor current/ contact current via differential current measurement method alternative leakage current measurement method or direct 
measurement 
- function test with indication of voltage current, effective power, apparent power 
- testing of device connecting cables and extension cables 
- testing of three-phase loads via optional measuring adapters 
- additionally for VDE 0751: device leakage current, leakage current of application part type B, type BF and type CF 
Features: 
- automatic/manual testing procedure with „pass/fail“ indication and acoustic warning signal if the test has been failed 
- complete test sample/customer database can be stored on SD card 
- free firmware update possible via SD card/ USB stick 
- battery-operated user interface in case of test station change and power failure 
Interfaces: 
- 3x USB for PC 
- external keyboard 
- RFID reader/ writer 
- RS 232 for barcode scanner 
- printer 
- SD card slot 
Dimensions: 405 x 330 x 165 mm (L x W x H) Weight: 6kg 
Scope of delivery: 
- tester in water-/dust-/break-proof case 
- test cable with alligator clip 
- appliance cable 
- stylus 
- 2 GB SD card 
Aditional items: , Barcodescanner, 
- Software BENNING PC-Win ST 750 
- Barcodescanner 
- Barcode labels (1.000) 
- Test badges (300) 
You wll find a detailed users manual in our webshop.

https://www.gastroparts.com/pl/part-164038
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4
fig. GEV No. description

4 800344

Appliance tester BENNING ST725 (mains & battery operating mode)
Suitable for electrical engineering, industrial industry, repair, service, communes (easy to use, mains and battery operated testing)
Very good value for money
Application:
- Testing of devices with mains voltage-dependent switching elements / power supplies / relays such as electronically controlled equipment / tools, devices 
of information and communication technology and equipment that can be fully tested only with mains voltage, in compliance with VDE 0701-0702, DGUV 
regulation 3, ÖVE/ ÖNORM E 8701, NEN 3140
- Easy - operation by means of push-buttons and hot keys
- Quick - testing within a few seconds
- Mobile - network-independent testing due to battery operation
- All-in-one - protective conductor current measurement by means of differential current or alternative leakage current measurement method
- Automatic testing procedure for devices of classes I, II, (III), extension cables and device connecting cables with IEC connector
Measuring functions:
- Protective conductor resistance (pulsed testing current 200mA - required in case of oxidized contacts)
- Insulating resistance (testing voltage 250V/500 V)
- Testing of permanently installed and portable 30 mA RCDs/PRCDs with tripping time measurement
- Voltage measurement on external shock-proof socket
- Mains operating mode: protective conductor current / contact current by means of the differential current measurement method / direct measurement
- Battery operating mode: protective conductor current / contact current by means of the alternative leakage current measurement method
- Active measurement of the protective conductor current for three-phase appliances (optional measuring adapter)
- Limiting values preset in copliance with VDE standard
Features:
- Sufficient battery capacity for more than 2,500 test samples
- Download of test certificates (Excel, PDF)
- NEW! Storage locations for 999 test samples
- NEW! Download software for the preparation of test certificates in MS Excel
- NEW! Direct printing function for printing test certifi cates on site by means of optional printer BENNING PT 1
- NEW! Integrated real-time clock for storing the measured values including the test date
Dimensions: 270 x115 x 55mm
Weight: 1100g
Scope of delivery:
- Carrying case
- Test cable with alligator clip
- IEC power cord
- CD-ROM with download software
- USB cable
- Battery set
You wll find a detailed users manual in our webshop.

3
fig. Part No. description

3 800186

BENNING ST 710 
Suitable for electrical engineering, industrial industry, repair, service, communes (easy to use, mains independent and mobile testing) 
Very good value for money 
Application: 
-Safety-related testing of electrical devices/ work equipment such as e.g. electrical devices/tools with ON/OFF switch, motorized equipment, lamps, cable reels, 
multiple distributors, and household appliances in compliance with IN VDE 0701-0702 (EN 62638), BetrSichV BGV A3, BetrSichV (German Health and Safety at 
Work Regulations), ÖVE/ÖNORM E 8701, NEN 3140 
- Easy - operation by means of three keys - Quick - complete testing within 10 seconds - Mobile - testing can be made network-independently) 
- Automatic testing procedure for devices of classes I, II (III), extension cables and device connecting cables with rubber connector with „pass/fail“ information 
Measuring funtions: 
- Protective conductor resistance (200 mA testing current) 
- Insulating resistance (500 V testing voltage) 
- Protective conductor current/ contact current (alternative leakage current measurement method) 
- Line test incl. RPE, RISO, continuity test/ short-circuit test of phase/ neutral conductor 
- Voltage measurement on external shock-proof socket 
- Active measurement of the protective conductor current for three-phase appliances (optional measuring adapter) 
- Limiting values preset in copliance with VDE standard 
Features: sufficient battery capacity for 2,500 test samples 
- Sufficient battery capacity for more than 2,500 test samples 
- Download of test certificates (Excel, PDF) 
Dimensions: 270 x 115 x 55mm (L x W x H) 
Weight: 800 g 
Scope of delivery: 
- Carrying case 
- Test cable with alligator clip 
- Appliance cable 
- Batteries (6 x 1.5 V IEC LR6/ AA)

meters

https://www.gastroparts.com/pl/part-179062
https://www.gastroparts.com/pl/part-164037
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meters

4
fig. Part No. description

4 800344

Appliance tester BENNING ST725 (mains & battery operating mode) 
Suitable for electrical engineering, industrial industry, repair, service, communes (easy to use, mains and battery operated testing) 
Very good value for money 
Application: 
- Testing of devices with mains voltage-dependent switching elements / power supplies / relays such as electronically controlled equipment / tools, devices 
of information and communication technology and equipment that can be fully tested only with mains voltage, in compliance with VDE 0701-0702, DGUV 
regulation 3, ÖVE/ ÖNORM E 8701, NEN 3140 
- Easy - operation by means of push-buttons and hot keys 
- Quick - testing within a few seconds 
- Mobile - network-independent testing due to battery operation 
- All-in-one - protective conductor current measurement by means of differential current or alternative leakage current measurement method 
- Automatic testing procedure for devices of classes I, II, (III), extension cables and device connecting cables with IEC connector 
Measuring functions: 
- Protective conductor resistance (pulsed testing current 200mA - required in case of oxidized contacts) 
- Insulating resistance (testing voltage 250V/500 V) 
- Testing of permanently installed and portable 30 mA RCDs/PRCDs with tripping time measurement 
- Voltage measurement on external shock-proof socket 
- Mains operating mode: protective conductor current / contact current by means of the differential current measurement method / direct measurement 
- Battery operating mode: protective conductor current / contact current by means of the alternative leakage current measurement method 
- Active measurement of the protective conductor current for three-phase appliances (optional measuring adapter) 
- Limiting values preset in copliance with VDE standard 
Features: 
- Sufficient battery capacity for more than 2,500 test samples 
- Download of test certificates (Excel, PDF) 
- NEW! Storage locations for 999 test samples 
- NEW! Download software for the preparation of test certificates in MS Excel 
- NEW! Direct printing function for printing test certifi cates on site by means of optional printer BENNING PT 1 
- NEW! Integrated real-time clock for storing the measured values including the test date 
Dimensions: 270 x115 x 55mm 
Weight: 1100g 
Scope of delivery: 
- Carrying case 
- Test cable with alligator clip 
- IEC power cord 
- CD-ROM with download software 
- USB cable 
- Battery set 
You wll find a detailed users manual in our webshop.

https://www.gastroparts.com/pl/part-179062
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3 4

1 2
fig. Part No. description

1 800160 test badge  Qty 300 pcs 

2 800182 bar code labels for appliance tester for model BENNING ST750-x range of numbers 0001-1000 Qty 1000 pcs

2 800235 bar code labels for appliance tester for model BENNING ST750-x range of number 1001-2000 Qty 1000 pcs

2 800236 bar code labels for appliance tester for model BENNING ST750-x range of numbers 2001-3000 Qty 1000 pcs

2 800237 bar code labels for appliance tester for model BENNING ST750-x range of numbers 3001-4000 Qty 1000 pcs

2 800238 bar code labels for appliance tester for model BENNING ST750-x range of numbers 4001-5000 Qty 1000 pcs

meters

accessories

1 2
fig. GEV No. description

1 800181 barcode reader for appliance tester for model  RS232 interface

2 800185 keypad for appliance tester for model  with USB interface Qty 1 pcs

3 800183 printer for appliance tester for model  with Bluetooth and RS 232 interface Qty 1 pcs

4 800180 software for appliance tester for model  

5
fig. GEV No. description

5 800184 thermal paper for appliance tester for model  58mm x 13m Qty 20 pcs

spare parts and accessories

test adapters

1 2 3 4
fig. Part No. description

1 800179 measuring adapter for model BENNING ST720 monophase/16A SCHUKO-ø4mm 

2 800165 measuring adapter  16A Schuko coupling/16A Schuko plug monophase

3 800171 measuring adapter  16A CEE coupling/16A CEE plug three-phase

4 800172 measuring adapter  32A CEE coupling/32A CEE plug three-phase

5 6 7 8
fig. Part No. description

5 800177 measuring adapter for model BENNING ST710/720/750 monophase/16A CEE-SCHUKO 

5 800178 measuring adapter for model BENNING ST710/720/750 monophase/32A CEE-SCHUKO 

6 800175 measuring adapter three-phase/16A CEE-SCHUKO for model BENNING ST710/720/750

6 800176 measuring adapter for model BENNING ST710/720/750 three-phase/32A CEE-SCHUKO 

7 800173 measuring adapter three-phase/16A CEE-CEE

7 800174 measuring adapter three-phase/32A CEE-CEE

8 800136 test lead set 8-piece cable material silicone 2mm cable length 1000mm  red/black ø 4mm

-

https://www.gastroparts.com/pl/part-164032
https://www.gastroparts.com/pl/part-164036
https://www.gastroparts.com/pl/part-164034
https://www.gastroparts.com/pl/part-164031
https://www.gastroparts.com/pl/part-164035
https://www.gastroparts.com/pl/part-164030
https://www.gastroparts.com/pl/part-164021
https://www.gastroparts.com/pl/part-164022
https://www.gastroparts.com/pl/part-164023
https://www.gastroparts.com/pl/part-164028
https://www.gastroparts.com/pl/part-164029
https://www.gastroparts.com/pl/part-164026
https://www.gastroparts.com/pl/part-164027
https://www.gastroparts.com/pl/part-164024
https://www.gastroparts.com/pl/part-164025
https://www.gastroparts.com/pl/part-125041
https://www.gastroparts.com/pl/part-164020
https://www.gastroparts.com/pl/part-164033
https://www.gastroparts.com/pl/part-164042
https://www.gastroparts.com/pl/part-178967
https://www.gastroparts.com/pl/part-178968
https://www.gastroparts.com/pl/part-178969
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meters

accessories

1 2 3 4
fig. Part No. description

1 800181 barcode reader for appliance tester for model  RS232 interface

2 800185 keypad for appliance tester for model  with USB interface Qty 1 pcs

3 800183 printer for appliance tester for model  with Bluetooth and RS 232 interface Qty 1 pcs

4 800180 software for appliance tester for model  

5
fig. Part No. description

5 800184 thermal paper for appliance tester for model  58mm x 13m Qty 20 pcs

https://www.gastroparts.com/pl/part-164032
https://www.gastroparts.com/pl/part-164036
https://www.gastroparts.com/pl/part-164034
https://www.gastroparts.com/pl/part-164031
https://www.gastroparts.com/pl/part-164035
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polarity test X X X X  -

load connection via push buttons Is=500mA (1000V) Is=550mA (1000V) Is=600mA (1000V)  -              -              

30 mA FI triggering via push button X X X  -  -

vibrating alarm X X X  -  -

measuring point illumination X X  -  -  -

display illumination X  -  -  -  -

protection IP65 IP65 IP65 IP65 IP53

measurement category CAT III 1000V 1000V 1000V -   1000V

measurement category CAT IV 600V 600V 600V -  600V

approval VDE/GS VDE/GS VDE/GS VDE/GS -    

meters

voltage indicators
BENNING

1 2 3 4 5
fig. 1 2 3 4 5

GEV-Nr. 800047 800049 800048 800242 800348

model DUSPOL digital DUSPOL expert DUSPOL analog PROFIPOL      TRITEST easy  

display LED/LCD       LED           coil, LED              LED           optic/acoustic

LED display steps (AC) 12-400V  12-1000V 12-1000V 6-400V   200-1000V

LED display steps (DC) 12-400V  12-1000V 12-1000V 6-400V   200-1000V

LCD display (AC) 1-1000V -     -     -     -     

LCD display (DC) 1-1200V -     -     -     -     

frequency 15-1000Hz -       -       -       -       

resistance 0.1-300kOhm  -         -         -         -         

continuity test (acoustic) X X  -  -  -

continuity test (optic) X X  -  -  -

diode test X X  -  -  -

cable break detector X X  -  - X 

phase-sequence test X X X  - X 

single-pole phase test X X X  - X 

https://www.gastroparts.com/pl/part-178953
https://www.gastroparts.com/pl/part-178955
https://www.gastroparts.com/pl/part-178954
https://www.gastroparts.com/pl/part-178973
https://www.gastroparts.com/pl/part-179066
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measurement category CAT III -   -   1000V

measurement category CAT IV -      -      0.1-600V

approval TÜV/GS TÜV/GS -    
1incl. case   

meters

PEAK TECH

1 2 3
fig. 1 2 3

GEV-Nr. 8002451 8000361 800037

model 1090 1095 P1030

display LED/LCD       LED           optic/acoustic

LED display steps (AC) 12-690V 12-690V 90-1000V

LED display steps (DC) 12-690V 12-690V 90-1000V

LCD display (AC) 12-690V -     -     

LCD display (DC) 12-690V -     -     

frequency  -  -  -

resistance  -  -  -

continuity test (acoustic) X X  -

continuity test (optic) X X  -

diode test  -  -  -

cable break detector  -  -  -

phase-sequence test X X  -

single-pole phase test X X  -

polarity test X X  -

30 mA FI triggering via push button X X  -

vibrating alarm  -  -  -

measuring point illumination X X X

display illumination X  -  -

protection IP64 IP64 class II    

measurement category CAT II 1000V 1000V -   

https://www.gastroparts.com/pl/part-178975
https://www.gastroparts.com/pl/part-178943
https://www.gastroparts.com/pl/part-178944
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measurement category CAT II  -

measurement category CAT III

measurement category CAT IV 600V

approval VDE, GS, CE

conductivity 2 0-2000µS/cm

conductivity 3 0-20.00mS/cm

conductivity 4 0-200.0mS/cm

dimensions (mm) 142x71x26

1

800010

TDS-3

0-9990 ppm

0-80

ppm

with thermometer feature

 -

HOLD

± 2%

155x31x23

pH temp. 
(°C)

dimensions 
(mm)

resolution connection

0-14pH 0-80           153x32x18 0.1   -        

fig. GEV No. pH temp. 
(°C)

connection

1 800199 0-14pH 0-80 BNC plug

meters

WEIDMÜLLER

1
fig. 1

GEV-Nr. 800139

model COMBI-CHECK 1.3

display LED

LED display steps (AC) 6-690V

LED display steps (DC) 6-690V

LCD display (AC)  -

LCD display (DC)  -

frequency  -

resistance  -

continuity test (acoustic)  -

continuity test (optic) X

diode test  -

cable break detector  -

phase-sequence test X

single-pole phase test X

polarity test X

30 mA FI triggering via push button  -

vibrating alarm  -

measuring point illumination X

display illumination  -

protection IP65

continuity testers

1
fig. 1

GEV-Nr. 800341

type Dutest

continuity test 0-100Ohm/-1kOhm/10kOhm

display optic/acoustic

water testing equipment
conductivity meters

1
fig. 1

GEV-Nr. 800196

type GMH 3431

measuring range 0µS/cm-200mS/cm

temp. (°C) 0-85

display conductivity/temperature

function auto-range; hold function

interface serial (adapter not included in delivery)

min/max value memory X

accuracy (temperatur) ±0.2% v. MW ±0.3K

conductivity 1 0-200.0µS/cm

TDS meters

1
fig.

GEV-Nr.

type

measuring range

temp. (°C)

display

function

interface

min/max value memory

accuracy (temperatur)

dimensions (mm)

pH meters

1
fig. GEV No.

1 800009

accessories

1

https://www.gastroparts.com/pl/part-137477
https://www.gastroparts.com/pl/part-179059
https://www.gastroparts.com/pl/part-125060
https://www.gastroparts.com/pl/part-163988
https://www.gastroparts.com/pl/part-163987
https://www.gastroparts.com/pl/part-151292
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2 8001981 0-14pH -100 up to +250 142x71x26 0.1°C BNC socket
1with serial interface   

accessories

1
fig. Part No. pH temp. 

(°C)
connection

1 800199 0-14pH 0-80 BNC plug

measurement range (mbar) 0 up tp 1300

measurement unit mbar,bar,kPa,MPa,PSI,mmHg,mH2O

function vacuum + barometric pressure

type GMH 3161-12

connections 1

operating positions min/max value, tare, hold

resolution 1mbar   

HCø (mm) 4  

accuracy (temperatur) ±0.4%FS 

accuracy (hysteresis) ±0.2%FS

overload max. 4 bar   

interface serial (adapter not included in delivery)

dimensions (mm) 142x71x26

scope of delivery incl. battery

meters

TDS meters

1
fig. 1

GEV-Nr. 800010

type TDS-3

measuring range 0-9990 ppm

temp. (°C) 0-80

display ppm

function with thermometer feature

interface  -

min/max value memory HOLD

accuracy (temperatur) ± 2%

dimensions (mm) 155x31x23

pH meters

1
fig. Part No. pH temp. 

(°C)
dimensions 

(mm)
resolution connection

1 800009 0-14pH 0-80           153x32x18 0.1   -        

2
fig. Part No. pH temp. 

(°C)
dimensions 

(mm)
resolution connection

exhaust gas meters
CO detectors

1
fig. 1

GEV-Nr. 802152

type ID155C

measurement range CO 0-1000

scope of delivery incl. sensorand bag

dimensions (mm) 175x80x32

approval  -

pressure measurement
digital manometers

absolute-pressure measurement

1
fig. 1

GEV-Nr. 800002

https://www.gastroparts.com/pl/part-163988
https://www.gastroparts.com/pl/part-163987
https://www.gastroparts.com/pl/part-151291
https://www.gastroparts.com/pl/part-151292
https://www.gastroparts.com/pl/part-137557
https://www.gastroparts.com/pl/part-151283
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accuracy (temperatur) ±0.4%FS

accuracy (hysteresis) ±0.2%FS

overload max. 0.5 bar

interface -                                       

dimensions (mm) 106x67x30

scope of delivery incl. battery

resolution 1mbar   

HCø (mm) 4  

accuracy (temperatur) ±0.4%FS

accuracy (hysteresis) ±0.2%FS

overload max. 4 bar  

interface serial (adapter not included)

dimensions (mm) 142x71x26

scope of delivery incl. battery

meters

2
fig. 2

GEV-Nr. 541583

measurement range (mbar) 0.05-50     

measurement unit mbar/psi/in.Hg/kPa/w.c./mmHg  

function pressure measurement        

type 476A       

connections 1

operating positions On/Off/Zero              

resolution 0.01mbar

HCø (mm) 6/8

accuracy (temperatur) ±0.05%FS

accuracy (hysteresis) ±0.1%FS

overload max. 0.34 bar

interface -                                       

dimensions (mm) 150x72x23

scope of delivery incl. bag    

differential-pressure measurment

1
fig. 1

GEV-Nr. 800005

measurement range (mbar) 0 up to 19.99 / 199.9

measurement unit Pa/mbar/mmHg,PSI         

function vacuum/over-/differential-pressure

probe type relative pressure sensor

type GDH 200-07  

connections 2

operating positions min/max value, tare      

resolution 0.01    

HCø (mm) 4  

2
fig. 2

GEV-Nr. 800004

measurement range (mbar) -1.00 up to 70.00    

measurement unit bar,Pa,kPa,PSI,mmHg,mH2O 

function vacuum/over-/differential-pressure

probe type relative pressure sensor

type GMH 3161-07H

connections 2

operating positions min/max value, tare, hold

resolution 0.01mbar

HCø (mm) 4/6

accuracy (temperatur) ±0.1%FS

accuracy (hysteresis) ±0.4%FS

overload max. 1bar   

interface serial (adapter not included)

dimensions (mm) 142x71x26

scope of delivery incl. battery

3
fig. 3

GEV-Nr. 800000

measurement range (mbar) -100 up to 2000      

measurement unit bar,kPa,MPa,mmHg,PSI,mH2O

function vacuum/over-/differential-pressure

probe type relative pressure sensor

type GMH 3161-13 

connections 2

operating positions min/max value, tare, hold

https://www.gastroparts.com/pl/part-149903
https://www.gastroparts.com/pl/part-151286
https://www.gastroparts.com/pl/part-151285
https://www.gastroparts.com/pl/part-151282
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interface USB

dimensions (mm) 210x75x50

scope of delivery case/hoses/software/power supply

U-tube manometers

1
fig. Part No. description

1 250053 U-tube manometer MA 138 pressure range 0-60mbar rigid hose 
ø 9mm

3 4
fig. 3 4

GEV-Nr. 802050 801786

application NG/LPG NG/LPG

signal optic/acoustic optic/acoustic

scope of delivery incl. sensor          with case and battery

display LED      LED      

type 300    2198   

dimensions (mm) 205x100x36 175x70x38 

sensor external external

meters

1
fig. Part No. connection for model type

1 800006 RS232 interface GMH 3xxx & GCO GRS 3100

2
fig. Part No. connection for model type

2 800007 USB interface  GMH 3xxx & GCO USB 3100

digital manometer sets

1
fig. 1

GEV-Nr. 800008

measurement range (mbar) -200 up to +200

type PeakTech 5150

function differential-pressure

probe type relative pressure sensor

measurement unit mbar,kPa,MPa,mmHg,PSI

connections 2

operating positions min/max value, tare, hold

resolution 0.01mbar

HCø (mm) 4

accuracy (temperatur) ±0.3%FS

accuracy (hysteresis)

overload max. 1.4 bar

2
fig. Part No. description

2 250052 U-tube manometer Manoflex pressure range 0-60mbar rollable

leak detectors
for natural and liquid gas

1 2
fig. 1 2

GEV-Nr. 802153 802154

application NG/LPG NG/LPG

signal optic/acoustic optic/acoustic

scope of delivery incl. bag and battery incl. bag and battery 

display LED      LED-scale

type SE151NM SE155M 

dimensions (mm) 90x160x30 235x55x37 

sensor external internal

https://www.gastroparts.com/pl/part-151287
https://www.gastroparts.com/pl/part-151288
https://www.gastroparts.com/pl/part-151289
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scope of delivery measuring range

incl. bag and battery 0-9.99mW/cm²

2

4
fig. Part No. sensitivity t.range 

(°C)
probe L 

(mm)
type approval

4 801879 3gr/year 0-50 300 AS-200   - 3
fig. Part No. sensitivity t.range 

(°C)
probe L 

(mm)
type approval

3 801910 3gr/year 0-50         410 55100 CE

meters

for microwaves

1
fig. GEV No.

1 801236

miscellaneous
thermocouple testers

1
fig. GEV No. description

1 802034 tester for thermocouple 

1
fig. GEV No. description

1 101061 magnet unit T1: M10x1 T2: M24x1 L 48 mm ø 16 mm suitable for 
JUNKERS CH330-340

2 101262 thermocouple screw connection M10x1 Qty 1 pcs 

for coolant

1 2
fig. Part No. sensitivity t.range 

(°C)
probe L 

(mm)
type approval

1 801787 3gr/year 0-52 355 HILD100+  -

2 802051          -  450 RD99     -

3
fig. Part No. sensitivity t.range 

(°C)
probe L 

(mm)
type approval

3 8018801 2gr/year 0-50 355 SLD300   -
1external battery charger   

1
fig. Part No. sensitivity t.range 

(°C)
probe L 

(mm)
type approval

1 8019091 7gr/year -17 up to +60 400 55800 CE
1detects also flammable gases   

2
fig. Part No. sensitivity t.range 

(°C)
probe L 

(mm)
type approval

2 8019041 3gr/year 0-50         410 55200 CE
1UV leak detector   

https://www.gastroparts.com/pl/part-151303
https://www.gastroparts.com/pl/part-164127
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measuring conductors

1
fig. Part No. colour cable material L 

(mm)
ø 

(mm)
curr. 
(A)

CS 
(mm²)

1 800169 black PVC 1000 4 19 1
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meters

for microwaves

1
fig. Part No. scope of delivery measuring range

1 801236 incl. bag and battery 0-9.99mW/cm²

miscellaneous
thermocouple testers

1
fig. Part No. description

1 802034 tester for thermocouple 

1 2
fig. Part No. description

1 101061 magnet unit T1: M10x1 T2: M24x1 L 48 mm ø 16 mm suitable for 
JUNKERS CH330-340

2 101262 thermocouple screw connection M10x1 Qty 1 pcs 

accessories
cases

1
fig. Part No. description

1 800197 case dimensions 275x229x83mm conductivity-,exhaust-,pH-meter/
digital manometer

2
fig. Part No. description

2 890201 case G3-0B with foam insert external size 338x261x57mm

measuring adapters

1
fig. Part No. description

1 800029 adapter PEAK TECH for temperature probe 

https://www.gastroparts.com/pl/part-151303
https://www.gastroparts.com/pl/part-164127
https://www.gastroparts.com/pl/part-104086
https://www.gastroparts.com/pl/part-104211
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https://www.gastroparts.com/pl/part-125055
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technical data:
mounting measurements 45x45mm

cap. 
(mm)

probe ø 
(mm)

probe L 
(mm)

5000 6 36

technical data:
mounting measurements 
58x25.5mm

cap. 
(mm)

probe ø 
(mm)

probe L 
(mm)

1500 8  22

2500 6  30

2500 8.4 58

1950 6.5 20

3470 6  35

1500 6.5 23

1500 10 35

2000 6  23

3000 6.5 20

1000 6.5 13

technical data:
mounting measurements 62x11mm

cap. 
(mm)

probe ø 
(mm)

probe L 
(mm)

1500 6.5 16

2 541568 0 up to +120  1500 6  32

3 541306 0 up to +120  3000 6  27

4 541300 +20 up to +140 3500 6.5 15

meters

thermometers

built-in thermometers

1
fig. GEV No. measuring range 

(°C)

1 541522 +40 up to +120

pos. GEV No. measuring range 
(°C)

1 541081 -40 up to +40 

2 541080 -40 up to +40 

3 541057 0 up to +90   

4 541156 +20 up to +100

5 501492 +20 up to +120

6 541063 0 up to +120  

7 501178 0 up to +120  

8 541086 0 up to +120  

9 541095 0 up to +120  

10 541085 +50 up to +350

pos. GEV No. measuring range 
(°C)

1 541305 +20 up to +120

2
fig. Part No. colour cable material L 

(mm)
ø 

(mm)
curr. 
(A)

CS 
(mm²)

2 800076 blue PVC 1000 4 19 1

3
fig. Part No. colour cable material L 

(mm)
ø 

(mm)
curr. 
(A)

CS 
(mm²)

3 800168 red  PVC 1000 4 19 1

test prods

1 2
fig. Part No. colour ø 

(mm)

1 800155 red  4

fig. Part No. colour ø 
(mm)

2 800156 black 4

3 4
fig. Part No. colour ø 

(mm)

3 800161 red  4

fig. Part No. colour ø 
(mm)

4 800162 black 4

5 6
fig. Part No. colour ø 

(mm)

5 800163 red  4

fig. Part No. colour ø 
(mm)

6 800164 black 4

1
fig. Part No. content cable material tip ø CL 

(mm)
ø 

(mm)

1 800170 8-piece PVC     2   1000 4

2
fig. Part No. content cable material tip ø CL 

(mm)
ø 

(mm)

2 800136 8-piece silicone 2mm 1000 4

3
fig. Part No. content cable material tip ø CL 

(mm)
ø 

(mm)

3 800027 2-piece silicone 4x18 1200 4

4
fig. Part No. content cable material tip ø CL 

(mm)
ø 

(mm)

4 800028 2-piece silicone 2x18 1200 4

https://www.gastroparts.com/pl/part-140129
https://www.gastroparts.com/pl/part-122188
https://www.gastroparts.com/pl/part-122187
https://www.gastroparts.com/pl/part-122172
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https://www.gastroparts.com/pl/part-173318
https://www.gastroparts.com/pl/part-100403
https://www.gastroparts.com/pl/part-114695
https://www.gastroparts.com/pl/part-122191
https://www.gastroparts.com/pl/part-100653
https://www.gastroparts.com/pl/part-100571
https://www.gastroparts.com/pl/part-122309
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https://www.gastroparts.com/pl/part-101840
https://www.gastroparts.com/pl/part-122306
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11 542122 0-250          6  21 500 

12 541347 +50 up to +350 4  60 1000

13 541582 +50 up to +350 6  17 1700

14 541077 +50 up to +350 6  30 1000

15 541090 0 up to +350   6.5 22 1450
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thermometers

thermometers

built-in thermometers

1
technical data:
mounting measurements 45x45mm

fig. Part No. measuring range 
(°C)

cap. 
(mm)

probe ø 
(mm)

probe L 
(mm)

1 541522 +40 up to +120 5000 6 36

technical data:
mounting measurements 
58x25.5mm

pos. Part No. measuring range 
(°C)

cap. 
(mm)

probe ø 
(mm)

probe L 
(mm)

1 541081 -40 up to +40 1500 8  22

2 541080 -40 up to +40 2500 6  30

3 541057 0 up to +90   2500 8.4 58

4 541156 +20 up to +100 1950 6.5 20

5 501492 +20 up to +120 3470 6  35

6 541063 0 up to +120  1500 6.5 23

7 501178 0 up to +120  1500 10 35

8 541086 0 up to +120  2000 6  23

9 541095 0 up to +120  3000 6.5 20

10 541085 +50 up to +350 1000 6.5 13

technical data:
mounting measurements 62x11mm

pos. Part No. measuring range 
(°C)

cap. 
(mm)

probe ø 
(mm)

probe L 
(mm)

1 541305 +20 up to +120 1500 6.5 16

2 541568 0 up to +120  1500 6  32

3 541306 0 up to +120  3000 6  27

4 541300 +20 up to +140 3500 6.5 15

ø38mm

1
technical data:
mounting diameter 38mm

fig. Part No. measuring range 
(°C)

probe ø 
(mm)

probe L 
(mm)

cap. 
(mm)

1 541912 0-120 6.5 25 3000

ø41mm

1
technical data:
mounting diameter 41mm

fig. Part No. measuring range 
(°C)

probe ø 
(mm)

probe L 
(mm)

cap. 
(mm)

1 541894 0-105 9.5 65 900

ø52mm

technical data:
mounting diameter 52mm

pos. Part No. measuring range 
(°C)

probe ø 
(mm)

probe L 
(mm)

cap. 
(mm)

1 541083 -40 up to +40  6  30 1500

2 541413 0 up to +120   6  36 1500

3 541794 0 up to +120   6.5 23 2000

4 541065 0 up to +120   6.5 28 1500

5 541518 0 up to +120   8.5 33 1000

6 541521 0 up to +120   8.5 33 1000

7 541840 0-120          6  38 2500

8 541303 +150 up to +200 4  75 1370

9 541452 0 up to +250   6  36 1500

10 541252 0 up to +250   4  74 1330
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https://www.gastroparts.com/pl/part-122184
https://www.gastroparts.com/pl/part-100557


104 Pełną ofertę części zamiennych znajdziesz na gastroparts.com

2
display probe L 

(mm)

analogue 120

analogue 130

4
display probe L 

(mm)

digital 85 

digital 108
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thermometers

ø60mm

technical data:
mounting diameter 60mm

pos. Part No. measuring range 
(°C)

probe ø 
(mm)

probe L 
(mm)

cap. 
(mm)

1 541879 0 up to +500  8  149 1000

2 541084 -40 up to +40 6  30 1500

3 541091 0 up to +120  6.5 28 1500

4 541409 0 up to +120  8.5 15 720 

5 542106 0-120         8.5 35 5000

6 379855 +50 up to +350 6  20 1030

7 541092 +50 up to +350 6.5 28 1500

8 541399 0 up to +350  6.5 20 1500

9 542180 0-400         8  150 1500

10 541900 0 up to +500  8  145 450 

11 541054 0 up to +500  10 54 700 

12 541978 0 up to +500  10 102 900 

13 541235 0-500         10 63 1000

14 541717 0-600         8  150 760 

battery powered

1 2
fig. Part No. MM 

(mm)
measuring range 

(°C)
CL 

(mm)
battery comp. colour

1 3792581 47x27  -50 up to +70 1000 rear      

2 378099 51x25  -50 up to +150 1000 rear      

2 379604 51x25  -50 up to +300 1000 rear      
1with frame 379808 also as wall-mounted version   

3 4
fig. Part No. MM 

(mm)
measuring range 

(°C)
CL 

(mm)
battery comp. colour

3 379602 58x25.5 0 up to +150  1500 rear      

4 379449 58x25.5 -50 up to +70 1500 front black

5 6
fig. Part No. MM 

(mm)
measuring range 

(°C)
CL 

(mm)
battery comp. colour

5 379259 58x25.5 -50 up to +70 1500 front white

6 379752 58x25.5 up to +100    2200 front      

7 8
fig. Part No. MM 

(mm)
measuring range 

(°C)
CL 

(mm)
battery comp. colour

7 378100 58x32  -50 up to +150 1000 rear      

7 379603 58x32  -50 up to +300 1000 rear      

8 378101 76x39.5 -50 up to +70 1600 rear      

solar powered

1
fig. Part No. mounting ø 

(mm)
measuring range 

(°C)
version CL 

(mm)
probe L 

(mm)
probe ø 

(mm)

1 378098 52 -50 up to +70 incl. probe 1500 32 5

external power supply

1 2
fig. Part No. MM 

(mm)
volt. 
(V)

measuring range 
(°C)

probe ø 
(mm)

probe L 
(mm)

CL 
(mm)

1 402058 57x30 220 0 up to +99   6 40 2900

2 378328 58x26 230 -40 up to +110 6 15 2000

accessories

1
fig. GEV No. description

1 379808 frame for thermometer internal size 47x27mm W 53mm

thermometers with core sensor

1
fig. GEV No. measuring range 

(°C)

1 541097 -10 up to 100 

2 802028 -10 up to 100 

3
fig. GEV No. measuring range 

(°C)

3 541634 -50 up to +300

4 541635 -50 up to +300
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accessories

1
fig. Part No. description

1 379808 frame for thermometer internal size 47x27mm W 53mm

thermometers with core sensor

1 2
fig. Part No. measuring range 

(°C)
display probe L 

(mm)

1 541097 -10 up to 100 analogue 120

2 802028 -10 up to 100 analogue 130

3 4
fig. Part No. measuring range 

(°C)
display probe L 

(mm)

3 541634 -50 up to +300 digital 85 

4 541635 -50 up to +300 digital 108

5 6
fig. Part No. measuring range 

(°C)
display probe L 

(mm)

5 541636 -50 up to +300 digital 115

6 541096 -50 up to +300 digital 120

miscellaneous

1 2
fig. Part No. measuring range 

(°C)
size

1 541093 -30 up to +30 ø60mm   

2 541098 -30 up to +50 ø52mm   

3
fig. Part No. measuring range 

(°C)
size

3 541094 -40 up to +25 124x30mm

thermometers

https://www.gastroparts.com/pl/part-171298
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